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6.11.6 PROVISIONS RELATING TO SANITARY LANDFILL - REDRUTH 
 
(1) The Redruth site shall be a sanitary landfill operation.  Sanitary 

landfilling is an engineering method of disposing of solid wastes on 
land in a manner that protects the environment, by spreading the 
wastes in thin layers, compacting it to the smallest practical volume, 
and covering it with soil or other suitable cover material by the end of 
each working day. 

 
 The operation of the sanitary landfill site shall involve restriction on all 

access to the landfill face.  This will be achieved by the construction 
and operation of a transfer/reception facility onsite, in conjunction 
with waste collection by mobile plastic bins. 

 
(2) An Operational Management Plan for the site shall be prepared and 

this Operational Management Plan shall be reviewable every three 
years. 

 
(3) On the extended Redruth site, an environmental buffer zone and 

protective work shall be developed as follows: 
 
 (i) A buffer zone located to the west and north of the site 

comprising a strip of land up to 120 metres wide but not less 
than 50 metres wide between the site and the industrial area 
shall be formed, grassed and planted. 

 
 (ii) An embankment 3 metres to 6 metres in height shall be 

constructed.  Spreading of soil material on the embankment and 
planting of appropriate grasses and trees and the installation of 
a watering system shall be undertaken in accordance with the 
report of the Soil Science Division of Lincoln College. 

 
(4) A further environmental buffer zone shall be located to the south and 

east of the site as the sanitary landfill progresses along this area.  
This will comprise an embankment and planting to screen the landfill 
areas from the walkway. 

 
(5) Adjacent to the access to the onsite reception area, landscaping and 

planting shall be undertaken together with suitable planting within 
road reserves in the immediate vicinity of the main entrance to the 
sanitary landfill site. 

 
(6) Refuse placed in the sanitary landfill shall be compacted using 

specialised mobile compaction equipment and a minimum area of 
refuse shall be exposed at any one time.  The refuse placed in the 
sanitary landfill site shall be covered with a nominal 150 millimetres 
of soil or other cover material on a daily basis. 
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(7) Mesh fences and screens up to 4 metres in height shall be placed 
around the working areas to prevent windblown material from leaving 
the immediate vicinity.  Regular inspection will be undertaken and 
any material which is blown beyond the site area will be collected. 

 
(8) The final surface of the landfill shall be capped off with a cover of soil 

material to a depth appropriate to the rehabilitation and landscape 
programme as set out in the Operational Management Plan. 

 
(9) As each section of sanitary landfill is completed, vegetative cover 

shall be established in accordance with the Operational Management 
Plan.  Rehabilitation will take place on a four to eight year cycle 
leaving room for managed co-disposal operations. 

 
(10) The site shall be operated in a manner designed to avoid the 

needless attraction of birds or vermin, and control programmes and 
inspections shall be carried out on a regular basis. 

 
(11) The management of the site may include sorting and stock piling of 

sand, soils and composting of suitable materials primarily for the 
purpose of regular covering of deposited refuse and topsoiling 
activities. 

(12) Co-disposal of special and hazardous wastes shall be in accordance 
with recognised landfill acceptance criteria or accepted disposal 
procedures.  Special and hazardous wastes may not necessarily be 
accepted for disposal at the landfill. 

 
(13) Leachate shall be collected by an under-drainage system and 

pumped into the city sewerage system or any alternative leachate 
disposal systems complying with discharge permits.  Stormwater 
from the working face and the immediate tipping area shall be 
collected into the leachate collection system. 

 
(14) The operating authority shall monitor the sanitary landfill site in 

respect of the following matters: 
 
 (i) Inspection points will be placed within the site to enable 

observation of the water table and testing of water quality. 
 
 (ii) A log shall be kept of the special and hazardous wastes co-

disposed onsite.  It shall record the type and amount of 
material, and the date and location of its disposal within the site. 

 
 (iii) The volume of landfill used per annum shall be recorded as a 

basis for ensuring the maximum economic life of the site. 
 
 The above points (i) to (iii) are also requirements of the Canterbury 

Regional Council Consent CRC 950945. 
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(15) No open burning of refuse shall be undertaken at the sanitary landfill 
site. 

 
(16) The Council will encourage the input and comments of any body or 

person representing some relevant aspect of the public interest to 
ensure the effective operation of the site in accordance with the 
provisions of this part of the District Plan and the Operational 
Management Plan. 

 
6.11.7 UNDERLYING ZONES 
 
 The underlying zone of all Designated land shall be the zone in which 

each respective part of the Designation is located. 
 




